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I Claim: 

1 . A mud box having an open end, a plurality of resilient spring legs 
attached to said box, said legs having free end portions engageable with one form 
surface for biasing said box in a direction to engage said box open end with an 
opposite form siu-face. 

2. The box of claim 1 wherein said box has a bottom wall opposite from 
said open end, said spring legs being attached to said bottom wall. 

3 The box of claim 2 wherein said bottom wall has an external 
attachment projection to which said spring legs are attached. 

4. The box of claim 3 including a pluraUty of abutments spaced 

15 outwardly from said projection and forming abutment guideways therebetween, said 
spring legs having attachment portions that are received in said abutment guideways 
and have attached openings received over said attachment projection. 

5 . The box of claim 4 wherein at least two of said abutments have cam 
20 surfaces engageable by at least one of said attachment portions of said spring legs to 

cam said one attachment portion past said two abutments when said one attachment 
portion is placed over said projection and rotated 90°. 

6. The box of claim 1 including an elongated bendable strap attached to 
said box for attachment to reinforcement rods between spaced forms. 

25 

7. The box of claim 1 wherein said spring legs are defined by a pair of 
spring members, each spring member having a central attachment portion with a pair 
of spring legs extending therefrom, said attachment portions being attached to said 
box in perpendicular relationship to one another to provide four spaced-apart spring 

30 legs extending outwardly from said box. 
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8. The box of claim 7 including a box projection having an enlarged 
head, said attachment portions having openings for receiving said head, and said head 
and said opening in at least one of said attachment portions being shaped to provide 
reception of said head through said opening and to prevent withdrawal of said head 

5 from said opening after said one attachment portion is rotated 90°. 

9. The box of claim 1 wherein said spring legs support said box between 
a pair of spaced-apart parallel concrete forms with inner form surfaces spaced-apart 
between 6-8 inches. 

10 

1 0. The box of claim 1 wherein each spring leg has a reversely curved 
bifurcated end portion to provide a pair of spaced-apart reversely curved support end 
portions each of which has a width that is not greater than the space between them. 

15 11. A mud box having a bottom wall and an open end opposite from said 

bottom wall, said bottom wall having an external surface, and an attachment device 
integrally formed on said extemal surface for attaching support legs to said box, said 
attachment device extending outwardly from said extemal surface. 

20 12. The box of claim 1 1 wherein said attachment device includes a 

centrally located attachment projection. 



1 3 . The box of claim 1 2 including a plurality of abutments spaced 
outwardly from said attachment projection and forming abutment guideways that 

25 extend perpendicular to one another past said attachment projection. 

14. The box of claim 13 wherein at least two of said abutments have cam 
surfaces that slope downwardly toward one of said guideways. 



CU-1122203vl 



- 12- 



15. The box of claim 12 wherein said projection has a central cylindrical 
portion and a transverse projection portion that is spaced outwardly from said bottom 
wall extemal surface. 

16. The box of claim 15 including a generally U-shaped spring member 
having a central attachment portion with an attachment opening receiving said 
attachment projection, said transverse projection extending outwardly of said 
attachment opening to engage portions of said attachment portion and retain said 
spring leg member on said box. 

17. A generally U-shaped spring leg member having a central attachment 
portion and a pair of spring legs diverging from said attachment portion, said 
attachment portion having an attachment opening therethrough that is elongated along 
the length of said attachment portion. 

18. The spring leg member of claim 17 wherein said attachment opening 
has a central cylindrical portion and a pair of generally rectangular portions extending 
outwardly therefrom along the length of said attachment portion, each of said 
rectangular portions having a width perpendicular to the length of said attachment 
portion that is less than the diameter of said cylindrical portion. 

19. The spring leg member of claim 17 wherein said spring leg member 
has a central axis extending perpendicular to said attachment portion, said legs 
diverging away from said axis and having leg end portions that are bent back inwardly 
toward said axis. 

20. The spring leg member of claim 19 wherein said legs terminate at 
reversely curved end portions. 
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2 1 . The spring leg member of claim 20 wherein said reversely curved end 
portions are longitudinally bifurcated to provide a pair of spaced-apart reversely 
curved support end portions. 

22. The spring leg member of claim 21 wherein each of said reversely 
curved support end portions has a width that is not greater than the space between a 
pair of said reversely curved support end portions, 

23. The spring leg member of claim 17 wherein said attachment portion is 
generally flat and said spring leg member has smoothly curved portions between said 
attachment portion and said legs, and said legs are generally straight between said 
smoothly curved portions and leg outer end portions. 

24. The spring leg member of claim 23 wherein said leg outer end portions 
are bent inwardly and terminate in reversely curved portions. 

25. A support kit for attachment to an electrical mud box, said kit 
including a pair of generally U-shaped spring leg members, each spring leg member 
having a central attachment portion with an attachment opening therethrough. 

26. The kit of claim 25 wherein said attachment portion is generally flat 
and said attachment opening is elongated along the length of said attachment portion. 

27. The kit of claim 25 including a flat bendable strap having a central 
attachment opening therethrough. 

28. The kit of claim 27 wherein said attachment opening in each of said 
spring members corresponds in size and shape to the size and shape of said 
attachment opening in said strap. 
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